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A client device queries a user for user's 
current ISP 



M002 



.1004 



1006 



Does the user have a current ISP? 



-No>(FIG. 17A&B) 




The client device formats the user's 
information data 
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The client device connects to the ISP specified 
by the user 
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FIGURE 16A 




The client device sends the formatted user's 
information data to the ISP specified by the user 



An ISP server receives the formatted user's 
information data 



The ISP server sends an error message to the 
client device 
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The ISP formats the configuration data for 
configuring the client device/sends the formatted 
configuration data to the client device 



The client device receives the formatted 
configuration data from the ISP 
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The client device configures applications and 
stores the formatted configuration data 
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The client device connects to the ISP selected by 
the user and requests a list of price plans 



The ISP selected by the user assigns a session 
ID and sends a list of price plans 
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)oes the user accept one of the 
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FIGURE 17A 



The client device queries the user for user's 
information data, formats the user's information 
data and sends the formatted data to the ISP 
selected by the user 




The ISP sends an error message to the client 

device 



The ISP formats the configuration data for 
configuring the client device/sends the formatted 
configuration data to the client device 



The client device receives the configuration data 
from the ISP 






The client device configures applications and 
stores configuration data 
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FIGURE 17B 




A client device queries the user for a service 
provider's dial-up number 



The client device queries the user for a type of a 
service provider's account 



The client device connects queries the user for 
the configuration settings 



The client device queries the user for user's 
information data 
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The client device queries the user for mail 
server's information data 
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The client device connects to the ISP 
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The client device queries the user for static 
configuration data 



The client device queries the user for mail server 
information data 



The client device connects to the user's ISP 
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A client device queries a user for a user's ISP 
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The user inputs the user's ISP that does not 
conform to a universal type of subscrition but 
accepts an automatic configuration process 



^1304 



The client device queries the user for user's 
information data 
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The client device formats the user's information 
data and attaches an identification of a 
predetermined translator server 
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The client device connects to the user's ISP and 
sends the formatted data with the identification 
of the predetermined translator server 
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The user's ISP connects to the predetermined 
translator server and forwards the formatted 
user's information data 
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The translator server translates the user's 
information data into a format employed by the 
user's ISPand sends the translated data to the 
user's ISP 




The user's ISP sends configuration data for the 
client device to the translator server 



The translator server formats the configuration 

data into a client device's format/sends the 
translated configuration data to the user's ISP 



The user's ISP forwards the received 
configuration data to the client device 



The client device configures applications and 
stores the formatted configuration data 
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